
Temporary Installations

3700 Z/ZP

 Large platform 5.00 x 2.90 m  Large platform 5.00 x 2.90 m  Large platform 5.00 x 2.90 m 

 Smooth starts / stops - exact positioning at landings  Smooth starts / stops - exact positioning at landings  Smooth starts / stops - exact positioning at landings 

 Load indication in kg and monitoring of the load distribution  Load indication in kg and monitoring of the load distribution  Load indication in kg and monitoring of the load distribution 

 Fully compatible with the GEDA system  Fully compatible with the GEDA system  Fully compatible with the GEDA system 



Temporary Installations

3700 Z/ZP

Changes / Errors excepted

Load capacity 3700 kg/7 persons
Platform dimensions Platform A 2.15 x 2.90 x 2.10 m (3700 kg) 

Platform B 3.10 x 2.90 x 2.10 m (3400 kg)
Platform C 4.05 x 2.90 x 2.10 m (3200 kg)
Platform D 5.00 x 2.90 x 2.10 m (3000 kg)

Lifting speed 12/24 m/min
Lifting height 100 m

Further lifting heights upon request!

Power supply 28 kW/400 V/50 Hz/63 A
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Platform A: 2.45 m
Platform B: 3.40 m
Platform C: 4.35 m
Platform D: 5.30 m
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The access height depends on
structural conditions (e.g. pit).



Temporary Installations 

Changes / Errors excepted

Platform

A

Platform

C

Platform

B

Platform

D

5.00 m4.05 m

2.15 m 3.10 m

Platform dimension (inside):
2.15 x 2.90 m

Load capacity:
3700 kg/7 persons

Platform dimension (inside):
4.05 x 2.90 m

Load capacity:
3200 kg/7 persons

Platform dimension (inside):
5.00 x 2.90 m

Load capacity:
3000 kg/7 persons

Platform dimension (inside):
3.10 x 2.90 m

Load capacity:
3400 kg/7 persons
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Your GEDA-dealer:

GEDA-Dechentreiter
GmbH & Co. KG

Mertinger Straße 60
86663 Asbach-Bäumenheim
Phone +49 (0) 906 9809-0
Fax +49 (0) 906 9809-50
info@geda.de
www.geda.de
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